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(54) Title- POWER GENERATION, DISTRIBUTION, AND ON-BOARD POWER SUPPLY SYSTEM FOR LOW-EMISSIVE 
SURFACE MARINE (NAVY) SHIPS OF DIFFERENT CLASSES AND SIZES 

(54) Bezelchnung: ENERGIEERZEUGUNGS-, VERTEILUNGS- UND BORDSTOOMVERSORGWGSSY^M FOrR EMIS- 
SroiSSS T^ERWASSER-MARINE (NAV Y)-SCHIFFE UNTERSCHIEDLICHER KLASSEN UND GROSSEN 

(57) Abstract: Disclosed is a power 
generation, distribution, and on-board 
power supply system for low-emission 
surface marine (navy) ships of different 
classes and sizes. Said system is embodied 
as an equipment segment and comprises 
at least one cruising speed drive unit, e.g. 
an electric thruster drive unit, which can 
be supplied with electrical power from a 
DC network, and at least one auxiliary 
drive unit, e.g. a hydrojet, which can be 
supplied with electrical power from an AC 
network and can be connected as required. 
The DC network and the AC network are 
configured in such a way that power can 
be mutually transferred. 

(57) Zusammenfassung: Ener- 
gieerzeugungs-, Verteilungs- und 
Bordstromversorgungssystem fur 
emissionsarme Oberwasser-Ma- 
rine(Navy)-Schiffe unterschiedlicher 
Klassen und Gr6ssen, ausgebildet als 
Ausrlistungssegment, mit wenigstens 
einem aus einem Gleichstromnetzwerk 
mit elektrischer Energie versorgbaren 
Marschfahrtantrieb, z.B. einem elektrischen 
Ruderpropellerantrieb 
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